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GR 6 RANGE- Irreversible electric gear motors, for opening domestic gates weighing up to 600 Kg, with 
various current supply possibilities; very silent, operating in very diverse climatic conditions. Available with or 
without incorporated programmer. Upper cover available in various colours.   
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CARACTÉRISTIQUES SERIE GR 6 
Lubrification Grease 
Clutch Electrical 
Unclamping Manual 
Limit switch Mechanichal 

 
 GR6-12 GR6-110 GR6-220 
    
Volt 12 110 220 
Watt 30 350 350 
Ampere 3.5 4.6 1.5 
Ufarad - 30 8 
Cancello- Gate – Grille – Tor – Verja 400 Kg. max 600 Kg. max 600 Kg. max 
Peso Motore - Motor weight – Poids du moteur – Gewicht des Motors - 
Peso motor  

8 Kg. 7.6 Kg. 7.6 Kg. 

Protezione Termica – Thermal protection – Protection thermique -  
Wärmeschutz – Protección térmica 

 - 150°c 150°c 

Rumorosità- Noise – Bruit – Geräuschverhalten – Ruido < 40 Dec. < 40 Dec. < 40 Dec. 
Spinta iniziale- Starting thrust – Poussée iniziale –  
Anfangsschub – Empuje inicial 

40 Kg 50 Kg 50 Kg 

Temp. di esercizio- Working temp. – Temp. De fonctionnement – 
Betriebstemperatur – Temp. de funcionamiento 

25°c+75°c -25°c+75°c 25°c+75°c 

Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 10 m./min. 10 m./min. 10 m./min. 
Giri/min.- RPM – Tours par minute - Umdrehungen / min. – GPM 1100 1400 1400 

 
 
 



������������������������������������������������������������
 
 
 
 
 

                  
 
                    KIT GR6 220V      KIT GR6 12V 
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SERIE GR 200 – Reversing and non-reversing electro-mechanical actuators for swinging gates (left or right) 
– max. length 2.5 m. and max. weight 250 Kg. Piston stroke 300 mm. Available with different voltages. Very 
silent. Operating in very diverse climatic conditions. Easy release in case of need.  
SERIE GR 450 – Reversing and non-reversing electro-mechanical actuators for swinging gates (left or right) 
– max. length 4.0 m. and max. weight 250 Kg. Piston stroke 400 mm. Available with different voltages. Very 
silent. Operating in very diverse climatic conditions. Easy release in case of need.  
SERIE GR 600 – Reversing and non-reversing electro-mechanical actuators for swinging gates (left or right) 
– max. length 5.0 m. and max. weight 250 Kg. Piston stroke 600 mm. Available with different voltages. Very 
silent. Operating in very diverse climatic conditions. Easy release in case of need.  
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CHARACTERISTICS SERIE GR200-GR450-GR600 
  

Lubrification  Grease 

Movement  Worm screw 

Unclamping Manual with Key 

 GR 200 GR200IV12 
 

GR200IV110 
GR200IL110 
GR200RL110 

GR200IL220 
GR200IV220 
GR200RL220 

Volt 12 110 220-230 
Watt 48 350 350 
Ampere 4.0 4.6 1.5 
uFarad - 30 uF 8 uF 
Anta-Wing – Battant – Flügel – Batiente 2.5 m. max 2.5 m. max 2.5 m. max 
Peso Anta-  Wing weight – Poids du battant – Flügelgewicht – Peso del 
batiente 

max 250 Kg. max 250 Kg. max 250 Kg. 

Prot.Termica – Thermal  prot. – Prot.thermique -  Wärmeschutz – 
Prot..térmica 

- 150°c 150°c 

Rumorosità- Noise – Bruit - Geräuschverhalten – Ruido < 40 Decibel < 40 Decibel < 40 Decibel 
Spinta iniziale- Starting thrust – Poussée initiale - Anfangsschub - Empuje 
inicial 

130 Kg. 180 Kg. 180 Kg 

Temp. di esercizio- Working temp. - Temp. fonct.– Betriebstemp – Temp. 
func. 

-25°c+75°c -25°c+75°c -25°c+75°c 

IV/RL,Tempo ap- Op. time- Temps d’ouvert.- Betriebezeit- Tiempo de 
overtura. 

16 sec. 17 sec. 17 sec. 

IL, Tempo ap.- Op. time- Temps d’ouverture- Betriebezeit- Tiempo de 
overtura. 

- 25 sec. 25 sec. 

IV/LR, Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 19  mm./sec. 18 mm./sec. 18 mm./sec. 
IL,  Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 13 mm./sec. 12 mm./sec. 12 mm./sec. 
Giri/min.- RPM – Tours par minute - Umdrehungen / min. – GPM 1600 1400V-900L 1400V-900L 

GR 450 GR450IV12 
 

GR450IV110 
GR450IL110 
GR450RL110 

GR450IL220 
GR450IV220 
GR450RL220 

Volt 12 110 220-230 
Watt 48 350 350 
Ampere 4.0 4.6 1.5 
uFarad - 30 uF 8 uF 
Anta -Wing- Battent-  Fluegel- Batiente 4.0 m. max 4.0 m. max 4.0 m. max 
Peso Anta- Wing weight-  Poids du battant- Gewight  des Fluegel- Peso 
batiente 

max 250 Kg. max 250 Kg. max 250 Kg. 

Prot.Termica – Thermal  prot. – Prot.thermique -  Wärmeschutz – 
Prot..térmica 

- 150°c 150°c 

Rumorosità- Noise – Bruit - Geräuschverhalten – Ruido < 40 Decibel < 40 Decibel < 40 Decibel 
Spinta iniziale- Starting thrust – Poussée initiale - Anfangsschub – 
Empuje inicial 

130 Kg. 180 Kg. 180 Kg 

Temp. di esercizio- Working temp. - Temp. fonct.– Betriebstemp – Temp. 
func. 

-25°c+75°c -25°c+75°c -25°c+75°c 
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IV/RL,Tempo ap- Op. time- Temps d’ouvert.- Betriebezeit- Tiempo de 
overtura. 

21 sec. 22 sec. 22 sec. 

IL, Tempo ap.- Op. time- Temps d’ouverture- Betriebezeit- Tiempo de 
overtura. 

32 sec. 33 sec. 33 sec. 

IV/LR, Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 19 mm./sec. 18mm./sec. 18mm./sec. 
IL,  Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 13 mm./sec. 12mm./sec. 12mm./sec. 
Giri/min.- RPM – Tours par minute - Umdrehungen / min. – GPM 1600 1400V-900L 1400V-900L 

GR 600 GR600IV12 
 

GR600IV110 
GR600IL110 
GR600RL110 

GR600IL220 
GR600IV220 
GR600RL220 

Volt 12 110 220-230 
Watt 48 350 350 
Ampere 4.0 4.6 1.5 
uFarad - 30 uF 8 uF 
Anta -Wing- Battent-  Fluegel- Batiente 5.0 m. max 5.0 m. max 5.0 m. max 
Peso Anta- Wing weight-  Poids du battant- Gewight  des Fluegel- Peso 
batiente 

max 250 Kg. max 250 Kg. max 250 Kg. 

Prot.Termica – Thermal  prot. – Prot.thermique -  Wärmeschutz – 
Prot..térmica 

- 150°c 150°c 

Rumorosità- Noise – Bruit - Geräuschverhalten – Ruido < 40 Decibel < 40 Decibel < 40 Decibel 
Spinta iniziale- Starting thrust – Poussée initiale - Anfangsschub - Empuje 
inicial 

130 Kg. 180 Kg. 180 Kg 

Temp. di esercizio- Working temp. - Temp. fonct.– Betriebstemp – Temp. 
func. 

-25°c+75°c -25°c+75°c -25°c+75°c 

IV/RL,Tempo ap- Op. time- Temps d’ouvert.- Betriebezeit- Tiempo de 
overtura. 

31 sec. 33 sec. 33 sec. 

IL, Tempo ap.- Op. time- Temps d’ouverture- Betriebezeit- Tiempo de 
overtura. 

- 50 sec. 50 sec. 

IV/LR, Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 19 mm./sec. 18mm./sec. 18mm./sec. 
IL,  Velocità  - Speed – Vitesse – Geschwindigkeit – Velocidad 13 mm./sec. 12mm./sec. 12mm./sec. 
Giri/min.- RPM – Tours par minute - Umdrehungen / min. – GPM 1600 1400V-900L 1400V-900L 
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GR 100 RANGE – Non-reversing electro-mechanical actuators with articulated arm for swinging gates (left or 
right) – max. Length 2.5 m. and max. Weight 250 Kg. Available with 220 or 12 Volts. Very silent. Operating in 
very diverse climatic conditions. Easy release. Montable on narrow pillars (min.170 mm),  
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GR100 12V 220V 

Volt 12 220-230 
Watt 48 350 
Ampere 4.0 1.5 
uFarad - 12.5 uF 
Anta-Wing – Battant – Flügel – Batiente 1.8 m. max 2.5 m. max 
Peso Anta-  Wing weight – Poids du battant – Flügelgewicht – Peso del 
batiente 

max 200 Kg. Max 250 Kg. 

Prot.Termica – Thermal  prot. – Prot.thermique -  Wärmeschutz – Prot..térmica - 150°c 
Spinta iniziale- Starting thrust – Poussée initiale – Anfangsschub – Empuje 
inicial 

250 N/m. 500 N/m. 

Temp. di esercizio- Working temp. – Temp. fonct.– Betriebstemp – Temp. func. -20°C+75°C  -20°C+75°C 
Tempo ap- Op. time- Temps d’ouvert.- Betriebezeit- Tiempo de overtura. 10 sec. 12 sec. 
Giri/min.- RPM – Tours par minute – Umdrehungen / min. – GPM 1600 900 
Dimensioni, Dimensions, Dimensions, Abmessungen, Dimensiones              
(mm) 

385x180x155 385x180x155 

Dim. della piastra, Plate size, Dim.de la plaque, Plattenmaß, Medida de la placa 
(mm) 

380x175x80 380x175x80 


